Micro Dc Motor

FF-030 PA/PK/PN

Application:
CD/MD Player- Pressure Meter- CD/DVD-ROM Drive~ Toys.

Electrical Specification

Voltage No Load At Maximum Efficiency Stall
Model . Speed | Current | Speed | Current Torque Output Torque Current
Ol%eratlng Nominal P P \ P k
ange r/min A r/min A mN-m | g-cm w mN-m | g-cm A

FF-030PA-10180 |DC 3.5-6.0vV| DC5.0V | 11700 | 0.05 9230 | 0.19 0.5 51 | 048 | 235 | 24 0.7
FF-030PA-09180 |DC 1.0-5.0v| DC5.0v | 10500 | 0.046 | 8140 | 0.16 | 044 | 45 | 037 | 196 | 20 | 0.55
DC25V | 4100 | 0.028 | 2940 | 0.071 | 0.21 21 |0.064| 074 | 76 | 0.18
DC5.0V | 10500 | 0.041 | 8020 | 0.13 | 043 | 44 | 036 | 1.81 | 19 | 043
FF-030PN-09210 |DC4.5-6.0v| DC5.0v | 10400 | 0.045 | 8000 | 0.15 | 042 | 43 | 035 | 181 | 19 0.5

FF-030PK-08250 |DC 1.0-6.0V

*Note:lt's only typical technicai data for reference, Special requirement can be customized.

Mechanical Dimensions
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