Micro Dc Motor

RS-360 RH/SH/SA

Application:
Vending Machine. Massager/Vibrator. Printer/Copy Machine. Screw Driver.

Electrical Specification

Voltage No Load At Maximum Efficiency Stall
Model . Speed | Current | Speed | Current Torque Output Torque Current
O&eratlng Nominal P P q P d
ange r/min A r/min A mN-m | 9:Cm w mN-m | g-cm A

RS-360RH-2885 DC 3-8V DC6.0V | 13700 | 0.38 | 11210 1.71 464 | 472 5.43 255 | 260 7.7

RS-360RH-10500 DC 12-25V | DC12V | 4500 0.5 3320 0.14 2.15 21.9 0.75 8.24 84 0.4

RS-360RH-14280 DC 8-30V DC12V | 6300 | 0.085 | 5041 0.34 4.2 42.8 2.21 21 214 1.36

RS-360SH-2885 DC 3-9V DC7.2V | 12500 | 0.36 | 10380 | 1.76 7 71.3 7.59 41.2 | 420 8.6

RS-360SH-3545 DC 6-12V DC9V | 27500 | 0.75 | 22490 | 3.48 844 | 86.2 | 203 50.9 | 520 19

RS-360SA-27105 DC 2-8V DC 3.6V | 5000 0.2 4100 0.8 3.9 40 1.7 23 235 3.8

RS-360SA-10500 DC 12-24v | DC24V | 7000 | 0.06 5900 0.19 4.4 45 2.72 28 286 0.9

*Note:lt's only typical technicai data for reference, Special requirement can be customized.

Mechanical Dimensions
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